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INDICAINDICAINDICAINDICAINDICATOR LTOR LTOR LTOR LTOR LAMPSAMPSAMPSAMPSAMPS

FANCY L.E.D. INDICATORS
Fits .193" hole

Metal collar
External resistor required!

6039-004-304R (red)
6039-004-304G (green)
6039-004-304Y (yellow)

900 SERIES LITTELFUSE  CARTRIDGE INDICATOR
LAMPS & SOCKETS

SOCKET PART # CARTRIDGE
PICTURE

CARTRIDGE
VOLTAGE

CARTRIDGE PART #

910-301X LF
(turret pins)

910-401X LF
(solder lugs)

•Note:  Both
sockets fit a 3/8"

hole.

•Extra black ring
nut:

#903-075-010 LF

•Optional
retaining collar:
#231XX LF (.23")

or #241XX LF
(.281")

1.8v
LED without resistor

short, cylindrical, clear lens

900-160X-071RN (red LED)
900-166X-071GN (green LED)

6.3v
incandescent

short, cylindrical, clear lens

900-101X-082AN (amber)
900-101X-082BN (blue)
900-101X-082CN (clear)
900-101X-082GN (green)

900-101X-082RN (red)
900-101X-082WN (white)
900-101X-082YN (yellow)

14v
incandescent

short, cylindrical, clear lens

900-103X-082AN (amber)
900-103X-082GN (green)

900-103X-082WT (white,cloudy)

28v
incandescent

short, cylindrical, clear lens

900-104X-082AN (amber)
900-104X-082BN (blue)
900-104X-082CN (clear)
900-104X-082GN (green)

900-104X-082RN (red)
900-104X-082WN (white)
900-104X-082YN (yellow)

900-160L-031CN (red LED)
900-168H-031CN (yellow LED)

28v
incandescent

short, cylindrical, cloudy lens

900-104X-082AT (amber)
900-104X-082BT (blue)

900-104X-082GT (green)
900-104X-082RT (red)

900-104X-082WT (white)
900-104X-082YT (yellow)

900-168H-031CN (yellow LED)

115v
(A1B neon w/built-in resistor)
short, cylindrical, clear lens

standard brightness

900-152E-032AN (amber)
900-152E-032BN (blue)
900-152-032CN (clear)
900-152E-032RN (red)

900-152E-032WN (white)
900-152E-032YN (yellow)

115v
(A1C neon w/built-in resistor)
short, cylindrical, clear lens

high brightness

900-152S-032AN (amber)
900-153S-032RN (red)

900-153X-031CN (clear)

14v
incandescent
flat, clear lens

900-113X-022AN (amber)
900-113X-022BN (blue)
900-113X-022CN (clear)
900-113X-022GN (green)

900-113X-022RN (red)
900-113X-022WN (white)
900-113X-022YN (yellow)

14v
flat, cloudy lens

900-103X-022GT (green)
900-103X-022RT (red)

28v
incandescent
flat, clear lens

900-104X-022AN (amber)
900-104X-022BN (blue)
900-104X-022CN (clear)
900-104X-022GN (green)

900-104X-022RN (red)
900-104X-022WN (white)
900-104X-022YN (yellow)

28v
incandescent

flat, cloudy lens

900-104X-022AT (amber)
900-104X-022BT (blue)

900-104X-022GT (green)
900-104X-022RT (red)

900-104X-022WT (white)
900-104X-022YT (yellow)

28v
incandescent

short, stovepipe, fresnel clear
lens

900-104X-061AN (amber)
900-104X-061BN (blue)

900-104X-061GN (green)
900-104X-061RN (red)

900-104X-061WN (white)
900-104X-061YN (yellow)

T-1 3/4 FLANGED INCANDESCENT LAMP HOLDERS

SOCKET
PART #

T-1 3/4 FLANGED
LAMP PART #

CLOUDY
STOVEPIPE
LENS PART

#

CLEAR
STOVEPIPE
LENS PART

#

920-401
LF

(fits in
15/32"
hole)

331 SYL (1.35v)
368 SYL (2.5v)
338 SYL (2.7v)
375 SYL (3v)

7335 SYL (5v)
345 SYL (6v)

380 SYL (6.3v)
367 SYL (10v)
394 SYL (12v)
382 SYL (14v)

370 WIKO (18v)
387 SYL (28v)

310AT LF
(amber)

310BT LF
(blue)

310GT LF
(green)

310RT LF
(red)

310WT LF
(white)

310YT LF
(yellow)

310AN LF
(amber)

310BN LF
(blue)

310CN LF
(clear)

310GN LF
(green)

310RN LF
(red)

USING LEDs—The current flow through an LED must be limited to either .01  or  .02 amps

(depending on the LED used).   Failure to do this will result in a failed LED!  Simply divide .02 into the

voltage of the circuit; the resulting figure is how many ohms you will need to use in a resistor in series

with the LED.

L.E.D.s
(Light Emiting Diodes)
square

2 x 5 mm
(limit I to 10mA)

LED SQ 2 (red)
LED SQ 4 (yel)
LED SQ 5 (grn)

miniature
T-1 (3 mm)

(limit I to 10mA)

LED SM 2 (red)
LED SM 4 (yel)
LED SM 5 (grn)

standard
T-1 3/4 (5 mm)
(limit I to 20mA)

LED 2 (red)
LED 4 (yel)
LED 5 (grn)
LED 6 (blu)

bi-directional &
bi-color

T-1 3/4 (5 mm)
LED-BI (red & grn)

blinking
T-1 3/4
(5 mm)

LED BL 2 (red)
LED BL 4 (yel)
LED BL 5 (grn)

super bright
T-1 3/4 (5 mm)

LED BR (red)
LED 9 (clear)

panel mounting
accossory lens

(holds LED in place)

8663 KEY (grn)
8664 KEY(yel)
8665 KEY (clr)

panel mounting
accessory collar

(holds LED in place)
11-480B PHI
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T-2 SLIDE BASE LAMP SOCKETS & LENS

SOCKET PART
# LAMP PART #

CLEAR JEWELED
GLASS LENS

PART #

CLEAR
CYLINDRICAL
LENS PART #

CLOUDY
CYLINDRICAL
LENS PART #

CLEAR FLUTED
STOVE PIPE LENS

PART #

30099 SYL
(fits in 11/16"

diameter hole)

6PSB SYL (6v)
12PSB SYL (12v)
24PSB SYL (24v)
48 PSB SYL (48v)
60PSB SYL (60v)
120PSB SYL (120v)

30100 SYL (red)
30102 SYL (green)
30103 SYL (blue)
30106 SYL (amber)

730CN LF (clear)
730RN LF (red)
730WN LF (white)
730YN LF (yellow)

730BT LF (blue)
730GT LF (green)
730RT LF (red)
730WT LF (white)
730YT LF (yellow)

740AN LF (amber)
740BN LF (blue)
740CN LF (clear)
740GN LF (green)
740RN LF (red)
740WN LF (white)
740YN LF (yellow)

T-2 & T-3 1/4 BAYONET BASE LAMPHOLDERS

SOCKET PART
#

(for 11/16" hole)
T-2 LAMP PART #

T-3 1/4 LAMP PART
#

CLEAR JEWELED
GLASS LENS

PART #

CLEAR
CYLINDRICAL
LENS PART #

CLOUDY
CYLINDRICAL
LENS PART #

CLEAR FLUTED
STOVE PIPE LENS

PART #

5100-822 GIL
(solder term.)

930-404C LF
(built-in 56K
resistor for
neon lamp)

12MB SYL (12v)
24MB SYL (24v)
28MB SYL (28v)
48MB SYL (48v)
60MB SYL (60v)

120MB SYL (120v)

49 SYL (2v)
45 SYL (3.2v)
47 SYL (6.3v)

1815 SYL (14v)
1819 SYL (28v)

1828 SYL (37.5v)
1835 SYL (55v)

NE51/B1A (115v)
( neon--use

w/930-404C base)

30100 SYL (red)
30102 SYL (green)
30103 SYL (blue)

30106 SYL (amber)

730CN LF (clear)
730RN LF (red)

730WN LF (white)
730YN LF (yellow)

730BT LF (blue)
730GT LF (green)

730RT LF (red)
730WT LF (white)
730YT LF (yellow)

740AN LF (amber)
740BN LF (blue)
740CN LF (clear)
740GN LF (green)

740RN LF (red)
740WN LF (white)
740YN LF (yellow)

SNAP-IN INDICATORS
1/2" dia.

6.3v Chrome Bezel
Flat Lens

Blue  981-602X-95WBN
Green  981-602X-95WGN
  Red  981-602X-95WRN

Yellow  981-602X-95WYN

14v
White Bezel

Flat Lens
Green  980-613X-95WGN

28v
Chrome Bezel

Short Cylinder Lens
Red  981-604X-96WRN

125v
NEON

Chrome Bezel
Short Cylinder Lens

Amber  981-670A-96WAN
Green  981-656B-96WGN
Red     981-670A-96WRN
White  981-670A-96WWN

250v
NEON

 White Bezel
Short Cylinder Lens

Amber  980-671T-96WAN
Clear    980-671T-96WCN
Red      980-671T-96WRN
Whit    980-671T-96WWN

Phone in your order & have itPhone in your order & have itPhone in your order & have itPhone in your order & have itPhone in your order & have it

shipped!shipped!shipped!shipped!shipped!

CALL ACK FOR CURRENT
PRICING!

(quantity discounts apply on
most items)


